
•    34” coverage
•    0.75” rib height, 8.5” centers
•    Recommended for wall & so�t applications
•    27 WXL colors, plus galvalume, 26 ga. & 29 ga.
•    32 PVDF colors,  plus galvalume, 24 ga.
•    A606 in stock, 22 ga.
•    9 Print �nishes in stock, more available

 

AT A GLANCE:

BOARD AND BATTEN

(See back for application limitations)

The MPI Board and Batten panel mimics the look of a �at wood board and a raised batten, yet is fabricated 
from durable, maintenance-free steel with a wide range of available WXL and PVDF colors.    Available in 
24 ga., 26 ga. and 29 ga., the MPI Board and Batten panel o�ers 34” coverage for a quicker installation than 
single rib panels, a neater appearance, and fewer seams.  Panels may be installed vertically or horizontally.
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Best Practices When Using
the MPI Board & Batten Panel

Great design starts with understanding how materials perform in the real world. When designed 
and installed correctly, the Board & Batten panel delivers exceptional visual impact and 
long-lasting performance. This profile truly shines when paired with our premium HD wood print 
metals or bold crinkle finishes, creating a distinctive, rustic look for any project.

Featuring broad, smooth areas between 
shallow ribs, the Board & Batten profile 
may be susceptible to oil canning under 
certain conditions. This effect can be 
minimized — or even eliminated — by 
choosing a striated panel option (shown 
above). Proper installation is equally 
important; over-tightening fasteners can 
cause unwanted buckling and detract from 
the finished appearance. 

To ensure a clean, attractive result, follow 
the best practices outlined below for 
installation success:

•   Panels MUST be striated when over 10 ft in length.
•   Striated panels are strongly recommended.  Smooth panels require a panel waiver.
•   Crinkle �nishes and HD woodprint colors conceal panel irregularities better than 
     smooth �nishes, especially in high-gloss colors
•   Longer panel lengths may show imperfections more than shorter panels.
•   Board & Batten panels are NOT intended for roof applications.  The shallow ribs and 
     wide �at areas are unsuitable for roo�ng
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