
PBR PANEL

PBR Panel -- a higher-ribbed profile that is ideal for pre-engineered metal buildings.  The PBR 

(Purlin Bearing) panel offers a longer leg that creates a stronger structural connection where the 

panels overlap, and provides a more weather-tight seal against the outside elements.  Manufac-

tured in 26 ga. and 24 ga., and  available in 22 ga. by special order.  Minimum recommended slope 

is 1/2:12 with lap sealant.  Requires applied lap sealant for roof slopes less than 3:12.

•    36” coverage

•    1 ¼” rib, 12“ centers

•    Minimum slope 1/2:12 with lap sealant

•    Lap sealant required for slopes less than 3:12

•    Purlin bearing feature

•    A606 in stock, 22 ga.  

•    27 WXL stock colors plus galvalume, 26 ga.

•    8 PVDF stock colors, 24 ga.
        (24 ga.  Galvalume & Polar White)

        (22 ga. Galvalume)

•    UL Class A Fire rating

•    UL Class IV Impact rating
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PURLIN BEARING FEATURE

36” COVERAGE

12.00

26 ga.   (22 ga. & 24 ga. by special order) UL 580 Class 90 #169

UL 2218 Class IV/Impact

UL 790 Class A/Fire
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(COIL WIDTH: 43”)


